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Our mission: limit your downtime and design and deliver a complete
package solution for your application or complete production facility
9 Focus on customer sealing and bearing needs

Design, testing, production and delivery

Cooperation with famous brands and still independent
Customer specific solutions and standards, “fit for purpose”
All type of industries
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Turnkey projects

What do customers say ?
T “We never thought it was possible.”

1 “Worries are gone.”
T “Why did we look at only one brand with all its limitations?”
1 “We know who to call now.”
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Technical support
9 Skilled and experienced technical engineers

Clear advise

Clear pictures with 3D CAD software
Well known manufacturing partners
Onsite support

Innovative complete package solutions
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Extensive material knowledge

Surface finishing for sealing with PTFE based seals

Deviations of the recommendations can lead to excessive wear and / or leakage

Medium Oil Dynamic surfaces Static and groove surfaces

Measurement Recommendation Recommendation

Ra <0,4 pm <0,4 pm

Rz <1,0 pm <1,0 pm

Rmr 50-70 % at depth of p = 0,25Rz (Rtm) relative to a reference line c = 5% tp| 50 70 % at depth of p = 0,25Rz (Rtm) relative to a reference line c =5% tp
Rpk <0,2 um <0,2 um

Rvk <0,2 um <0,2 um

Medium Water [Dynamic surfaces |$tatic and groove surfaces

Measurement Recommendation Recommendation

Ra <0,2 pm <0,3 pm

Rz <0,8 um <1,0 pm

Rmr 60 -75 % at depth of p = 0,25Rz (Rtm) relative to a reference line c =5% tp| 50 70 % at depth of p = 0,25Rz (Rtm) relative to a reference line c =5% tp
Rpk <0,15 um <0,15 um

Rvk <0,1um <0,1um

Medium Gas Dynamic surfaces Static and groove surfaces

Measurement Recommendation Recommendation

Ra <0,1 pm <0,1 pm

Rz <0,5 pm <0,5 pm

Rmr 70-90 % at depth of p = 0,25Rz (Rtm) relative to a reference line c = 5% tp|70-90 % at depth of p = 0,25Rz (Rtm) relative to a reference line c = 5% tp
Rpk < 0,05 um < 0,05 um

Rvk < 0,05 pum < 0,05 pum

Delivery possibilities

f 1 mm to 3200 mm diameter
1 Materials conform regulations like FDA and (EU) 10/2011
9 Special within 48 hours after approval of design

9 Standards from stock
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The best sealing system is
determined by it’s functionality.

INFO@ADVANCEDSEALINGTECHNOLOGY.NL
WWW.ADVANCEDSEALINGTECHNOLOGY.NL

0031 164 743 113


http://www.advancedsealingtechnology.nl/

